


CABINET TYPE RACK TYPE

Fire Suppression System

Fan

KBM Module

Rack BMS

Rack BPU Cover

Contactor/Fuse

Rack MCCB

- Higher energy density and lighter weight allows integration of batteries and
   UPS providing faster and more reliable �eld installation and start-up
- Provides 4 to 8 times longer cycle life and high power density than lead-acid battery
- No degradation with shallow cycles
- No open-circuit failure mode
- No hydrogen generation
- Integrated monitoring of individual cell’s voltages and temperatures

KOKAM UPS BATTERY_CABINET & RACK TYPE

KUPS(Kokam UPS) provides perfect protection in a number of applications including data centers and telecom.
During an outage, KUPS immediately provides battery back-up power to protect mission-critical information and systems.

Model 2C5R 2C4R 3C4R Unit Remarks

Power 300 500 kVA
@PF 0.9

Inv. Efficiency 95%

Voltage Range 640 ~ 820 448 ~ 574 640 ~ 820 VDC

Discharge Time 13 18 26 Min

Battery Capacity 75 150 150 Ah
Max. Discharge 

Current
600 800 1000 A

UL Certification UL1973, UL1642, UN 38.3



TECHNICAL SPECIFICATION

DISCHARGE TIME (MINUTES)

CUSTOMIZATION OF PARALLEL CABINET & RACK CONNECTIONS
KOKAM UPS SERIES PROVIDES A MODULAR, EASILY SCALABLE SOLUTION

CABINET TYPE

RACK TYPE

Model Configuration
Max. Rated Power 

(kVA)
Voltage Range 

(DC)
Battery Capacity 

(Ah)

Discharge Current 
- Full Load 

(A)

Discharge Current 
- End of Discharge

(A)

Charge Current 
(A)

2C5R

1R 300

640 ~ 820

75 445 600 75

2R 600 150 889 1200 150

3R 900 225 1422 1800 225

4R 1300 300 1956 2400 300

3C4R

1R 500

640 ~ 820

150 445 1000 150

2R 1000 300 1600 2000 300

3R 1600 450 2489 3000 450

4R 2100 600 3378 4000 600

2C4R

1R 300

448 ~ 574

150 635 800 150

2R 600 300 1270 1600 300

3R 900 450 2032 2400 450

4R 1200 600 2540 3200 600

Remarks Racks
PF 0.9

Inv. Eff. 95%
Min~Max Up to

Model Configuration
Output to Connected Load (kVA)

200 kVA 400 kVA 600 kVA 800 kVA 1000 kVA 1200 kVA 2000 kVA

2C5R

1R 13

2R 26 13 8

3R 40 20 13 9

4R 54 26 17 13 10 8

3C4R

1R 26 13

2R 54 26 17 13 10

3R 82 40 26 20 15 13

4R 109 54 36 26 21 17 10

2C4R

1R 18

2R 38 18 12

3R 57 28 18 13

4R 76 38 25 18 14 12

min



VRLA VS. KOKAM LI-ION 

KOKAM LI-ION VRLA

KOKAM LI-ION VRLAKOKAM LI-ION VRLA

KOKAM LI-ION VRLAKOKAM LI-ION VRLA

ft210 ft23

5      :      1

20~22.5

3~5 15

-25~45

X 8 times 
(8C-Rate)

LONG CYCLE LIFE

FIRE SUPPRESSION LIGHT WEIGHTWIDE TEMPERATURE RANGE

NO ADDITIONAL
COOLING SYSTEM

COOLING SYSTEM
NEEDED

HIGH POWER

YEARS
CYCLE LIFE

YEARS
CYCLE LIFE

LESS FOOTPRINT

battery@kokam.com
www.kokam.com


